PRESSURE REDUCING AND

SUSTAINING VALVE CLA-VAL
No. 92-01, OR CHARLES M.
DAILY MODEL 400—28

APPROVED EQUAL.

SMITH-BLAIR 912 FLANGED
COUPLING ADAPTER OR

POSITION PRESSURE GAUGE
SO THE COUPLING ADAPTER
CAN BE SLIPPED BACK TO
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ASHCROFT DURAGE 3" DIAL .
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WRAP PIPE W/ 1/2” FIBER
EXPANSION JOINT MAT'L.

WHERE PIPE PASSES
THRU MANHOLE WALL

MANHOLE, M.A.G.

4_g"

STD. DET. #422

SECTION

OR AS REQ'D

|3
‘ MIN
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N7

CONCRETE PIPE SUPPORT
CLASS ‘B CONC.

12" SQUARE OPNG. IN SLAB

6 CU. FT. 3/8” CRUSHED ROCK

. VALVE SHALL BE IRON BODY, CLASS 125,

FLANGED ENDS, HYDRAULICALLY OPERATED,
PILOT CONTROLLED, DIAPHRAGM TYPE, GLOVE
PATTERNED VALVE. IT SHALL BE TREATED
AT 175 P.S.I. MINIMUM PRESSURE.

. MANUFACTURERS NAME, YEAR OF MANU-—

FACTOR, SIZE OF VALVE AND GUARANTEED
WORKING PRESSURE SHALL BE ENGRAVED ON
THE VALVE OR AN A NAMEPLATE ATTACHED
TO THE VALVE.

. VALVE SHALL BE OPERATED BY A CONTROL

SYSTEM WHICH INCLUDES PILOT CONTROLS
FOR PRESSURE REDUCING AND FOR
SUSTAINING.  BOTH PILOT

CONTROLS SHALL BE FIELD ADJUSTABLE FOR
ANY PRESSURE IN THE RANGE OF 50 TO
120 P.S.L
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